Addendum No. 2 to Prequalification Document for

Construction works for the E-60 Highway Section from Zemo Osiauri
to Chumateleti
Lotl (Km 0+000~Km 5+800)
Lot2 (Km 5+800~Km14+066)
Under the East—-West Highway Corridor Improvement Project

Invitation for Prequalification No.: EWHCIP/CW/ICB-01

Date of issue: March 16, 2016

The revision has been made to:

1. Section II: Prequalification Data Sheet, following sub-clauses have been modified as
follows (Clarification #3):

ITA14.2 The source for determining exchange rates is:
http://www.o0anda.com/currency/converter/

ITA24.3 Maximum percentage of subcontracting permitted is 50% of the total value of the contract.

Applicants planning to subcontract more than 10% of total volume of works shall specify, in the
Application Submission Form, the activity (ies) or parts of the works to be subcontracted along
with complete details of the sub-contractors and their qualification and experience. The
qualification and experience of the sub-contractors must meet the minimum criteria for the
relevant works to be sub-contracted failing which such sub-contractors will not be permitted to
participate.

Nominated Sub-contractors’ qualification and experience will be considered only for the
criteria 4.2 (b) Tunnel Construction for evaluation of the Applicant. Except the
requirement for Tunnel Construction, the Applicant on its own (without taking into
account the qualification and experience of the sub-contractor) should meet the
prequalification criteria.

2. Section Il Evaluation and Qualification Criteria, sub-clause 4.2 (b) Specific Construction &
Contract Management Experience has been modified as follows (the requirement for Bridge
Construction (marked in yellow) has been changed) (Clarification #4):


http://www.oanda.com/currency/converter/

Eligibility and Qualification

Criteria

Compliance Requirements

Joint Venture (existing or intended)

Nominated

Documentati
on
Submission

cement concrete
pavement construction
of highway in one year
(2) 1,200,000 md of
earth works of highway
in one year

(3) 55,000m? of bridge
construction works of
highway in two (2)
consecutive years;

(4) 3,000m of minimum
2 lanes Tunnel
construction works of
highway in two (2)

Subcontractor Requirements
No Subj Requirement Single All Parties Each One Submission
" | ect Entity Combines Member Member Requirements

4.2 For the above and any Must Must meet Must meet at | Must meet at | If proposed for Form EXP —
(b) other contracts meet requirements | least one of | least two of | Tunnel 4.2 (b)

completed and under requirem | (meeting three three Construction

implementation as prime | ents requirement | requirements | requirements | Works - Must

contractor, joint venture (4) for Lot-2 | for Lot 1; for Lot 1; meet requirement

member, management (meeting | and/or (4) Must meet at | Must meet at | (4) for Lot-2

contractor or sub- requirem | for least one of | least three of | and/or (4) for

contractor between 1st ent (4) Combined four four Combined for

January 2010 and for Lot-2 | for Lot-1 requirements | requirements | Lot-1 and Lot -2

application submission and/or and Lot -2 for Lot 2; for Lot 2; as and if

deadline, a minimum (4) for as and if (meeting (meeting applicable.

construction experience | Combine | applicable is | requirement | requirement

in the following key d for not required | (4) for Lot-2 | (4) for Lot-2

activities successfully Lot-1 if the subject | and/or (4) and/or  (4)

completed: and Lot - | requirement | for for

Lot-1: 2asand | is met Combined Combined

(1) 115,000 m? of if through for Lot-1 for  Lot-1

cement concrete applicabl | Nominated and Lot -2 and Lot -2

pavement construction e is not Subcontract | as and if as and if

of highway in one year required | or); applicable is | applicable is

(2) 750,000 m® of earth | if the not required | not required

works of highway in one | subject if the subject | if the subject

year requirem requirement | requirement

(3) 20,000m? on bridge | entis is met is met

construction of highway | met through through

in two (2) consecutive through Nominated Nominated

years; Nominat Subcontract | Subcontract

ed or); or);
Lot-2: Subcontr
(1) 170,000 m? of actor);

1 Volume, number or rate of production of any key activity can be demonstrated in one or more contracts combined if
executed during same time period. The rate of production shall be the annual production rate for the key
construction activity (or activities). For the rate of production, either the average during the entire period or in any
one or more years during the period should be specified. However, notwithstanding the above, the requirement for
Tunnel Construction Works (Lot-2 (4) & Combined for Lot-1 and Lot-2 (4)) shall be calculated for any two (2)

year period.




consecutive years (in
case of multiple tunnels
in one contract, minimal
length of each tunnel
shall be 500m, provided
that cumulative length of
all such tunnels is at
least 3,000m)

Combined for Lot-1
and Lot -2:

(1) 285,000 m? of
cement concrete
pavement construction
of highway in one year;
(2) 1,950,000 md of
earth works of highway
in one year;

(3) 75,000m? of bridge
construction works of
highway in two (2)
consecutive years;

(4) 3,000m of minimum
2 lanes Tunnel
construction works of
highway in two (2)
consecutive years (in
case of multiple tunnels
in two (2) consecutive
years, minimal length of
each tunnel shall be
500m, provided that
cumulative length of all
such tunnels is at least
3,000m)




